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Regular bore.

Strong construction in Carbon and Stainless Steel.

Three piece design (1/2" to 2") or One piece design
with threaded plug (3" to 8") in Series 300, (3" to 10")
in Series 150. Heavy duty seals in a selection of materials.
Optional locking device (1/2"-2") available.

Optional ISO 5211 pad (standard in 3" to 8").

Optional fire safe type API-6D.j SERIES 150/300 '

SERIES 15 Flanged ANSI Class 150

 Reduced bore,
Light construction in Carbon and Stainless Steel.
One piece body design in 1" to 6".
Heavy duty seals in a selection of materials, hermetic
double seals in body and stem (optional).
Lockable handle.
SS Trim, Anti-static stem.
Optional ISO 5211 pad.
Optional fire safe type and API-6D.
Other options include 3-way and cryogenic.

SERIES 150/302 Flanged ANS! loss 150 o 300
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Full port.\

Strong construction in Carbon and Stainless Steel.
Two piece design from 1/2" to 8".

Heavy duty seals in a selection of materials.
Lockable handle, anti-static SS stem.

Optional 1SO 5211 pad (direct mounting).
Optional API607 fire safe and AP|-6D.)

Self lubricated, soft Teflon sleeve.
Casted one piece body in 2", 3" and 4".
Non-rotable sleeve.

Live-loaded adjustable seals.

Anti-static device.

Back-seat metal lips.

.
Economical NPT, BS Ends.

Full port.

Light construction in Carbon and Stainless Steel.
Three piece design from 1/2" to 2".

Pressure test: 1000 WOG.

Heavy duty Teflon seats and seals.

Lockable handle.

SS Trim, Anti-static stem.

SERIES 1000

SERIES 44 (Class 400, Class 600, Option H60C

NPT, BS, SW, BW, Clamp Ends.

Reduced or full bore.

Strong construction in Brass, Carbon and Stainless Steel.
Three piece design 1/4" to 2",

Pressure test: 1500 psi (Class 400), 2200 psi
(Class 600). Brass 1000 psi. Class 900 in full port
upto 1 1/2"

Heavy duty seals in a selection of materials.
Optional locking device.

Optional ISO 5211 pad.

Optional API-6D fire safe.

OPTION H600

Pressure test up to 3000 WOG.

Heavy duty, High pressure seals.

SS 17-4 PH stem, B7 bolting.

SERIES 600
SERIES 45

NPT, BS, SW, BW or Clamp ends

Reduced bore.

Strong construction in Carbon and Stainless Steel.
Three piece design in 2 1/2", 3" and 4"
Pressure test: 1050 psi.

Heavy duty seals in a selection of materials
Standard 1SO 5211 pad

Optional fire safe and API-6D.

FORGED

SERIES 42

Economical brass valve.

NPT, BS, SW Ends.

Reduced bore.

Two piece design from 1/4" to 2".
Operating pressure: 600 psi.
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SERIES 6000

Massive heavy duty valves designed for rugged
high pressure service, made from bar stock in
Carbon and Stainless Steel.

Full port.

Two piece design from 1/2" to 2".

ANSI B16.34 Class 25004 wall thickness.
Maximum operating pressure 6000 psi.

Heavy duty seals in a selection of materials.
Optional locking device.

N

TRUNNION MOUNTED VALVE
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(Casted two piece or forged three piece body, ISO pad,

A105 plus ENP ball and stem or Stainless Steel trim.
Flanged ANSI Class 150, 300, 600, 900 and 1500
Two and three piece design from 2" to 36".
Blow-out proof, double "D" stem.

Fire safe design, anti-static device.

Block and Bleed function.

Tight sealing design.

Emergency injection seal ports.

Automatic cavity relief function.

\NACE MR 01-75, API-6D and API607 specification.
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SERIES 2000

STEAM TRAPS

Economical NPT ends.
Full port.
Strong construction in Stainless Steel.
Two piece design from 1/2" to 2".
Pressure test: 2000 WOG.
Heavy duty Teflon seats and seals.
Lockable handle.

L SS Trim, Anti-static stem.

-
Type: Thermodynamic (Disc).
Hardened and lapped disc and lip.
1/2" 3/4" and 1".
High duty cycle.
Easy for maintenance.
Best cost/durability relation.

STEAM TRAPS

CRYOGENIC C44/C600

CRYOGENIC C44/C600

Unidirectional extended stem valve.

NPT, BS, SW, BW Ends.

Reduced bore (1/4" to 2") or (1/2" to 1 1/2") full bore.
Strong construction in Brass and Stainless Steel.

Options:

Flanged ANSI 1504 Stainless Steel three piece body design
from 1/2" to 2", one piece body design from 1 1/2" to 8".
Flanged ANSI 300 Stainless Steel three piece body design
from 1/2" to 2", one piece body design from 3" to 8".
Pressure test:1500 psi (SERIES 400) or 2200 psi (SERIES
600), Brass 1000 psi.

High cycle seal materials.

Automation top pad (optional).

Optional locking device.

High cycle seal materials.

Automation top pad (optional).

Optional locking device.

DIVERTER / 3-WAY

NPT, BS, SW,
Reduced or full bore.

Strong construction in Brass, Carbon and

Stainless Steel from 1/4" to 2",

Heavy duty seals in a selection of materials.

90" operation (w/mix possibilities) or

180° operation (w/ close possibility).

Bottom input (Diverter) or any input/output
configuration (3-Way).

QOptional 1SO 5211 pad.

Optional locking device.

Bottom or lateral 3rd way.

Available in flanged ends (ANSI Class150 and ANSI 300)

%
BW, Clamp Ends.

DIVERTER / 3-WAY

.
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Terminaciones Clamp.\
Paso reducido 6 completo.
Construccién robusta de Acero Inoxidable pulido,
acabado tipo espejo.
Cuerpo de 3 piezas 1/4" a 4",
Clase ANSI 400# 6 600# (1/2" a 2"), Clase ANSI
300# (21/2", 3"y 4").
Asientos "Cavity Fill" opcional.
Plato 1SO 5211 opcional.

Dispositivo para candado opcional.
=

AUTOMATIZACION

Disefiadas para retardar la propagacion del fuego.\
Incluye sellos de Grafoil, asientos de Teflon para
alivio de la presion interna.
Provista de un labio metdlico como sello
secundario en condiciones de fuego.
Construccion robusta de Acero al Carbdn o Acero
Inoxidable.
Probadas en laboratorio "Prueba de Fuego" de
Rhino/Worcester.
Algunos modelos tienen certificado de
conformidad con el estandar API 607 (4° Edicion
del American Petroleum Institute expedido por
Lloyd's Register).}

AUTOMATIZACION

SECIONE?

Maneral oval, Dispositivo para candado.
Seleccion de materiales de asientos y sellos para
toda aplicacion.

Véstago Extendido.

Opcién "Tipo a Prueba de Fuego".
Monograma API 6D, etc.

Son sdlo algunas de las opciones que puede

\ordenar a Rhino/Worcester.

VALVULAS A PRUEBA DE FUEGO

PRUEBA DE
FUEGO

( Disefiadas para retardar la propagacion del fuego.
Incluye sellos de Grafoil, asientos de Teflon para
alivio de la presién interna.

Provista de un labio metélico como sello
secundario en condiciones de fuego.
Construccion robusta de Acero al Carbdn o Acero
Inoxidable.

Probadas en laboratorio "Prueba de Fuego" de
Rhino/Worcester.

Algunos modelos tienen certificado de
conformidad con el esténdar API 607 (4° Edicion
del American Petroleum Institute expedido por

| Lloyd's Register).

TODAS LAS VALVULASTIENEN VASTAGO AUTO AJUSTABLE A PRUEBA DE EXPULSION (EXCEPTO ALGUNAS DE LA LINEA ECONOMICA). La empresa se reserva el derecho de modificar cualquiera de las caracteristicas o medidas de los productos.

Valvulas Worcester de México® / Rhino Valves Worldwide®
Maiz # 263 Col. Valle Del Sur México D.F. C.P. 09819

( Distribuido por:

RHINO VALVES WORLDWIDE is a trademark of VALVULAS WORCESTER DE MEXICO, S.A. DE C.V.
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International Sales

(52-55) 5670+5155 (52-55) 54450276
Fax:(52-55) 56706741
e-mail:exportrhino @worcester.com.mx

Ventas Nacionales

(55) 567006624 (55) 55820030
Fax:(55) 56703513
e-mail: vtas@worcester.com.mx




